Keystone Jack 110 IDC NE-23B-Cat5e / Cat6

PCaracteristicas roduto:

Apropriado para varios caixa de mdédulo (placa de parede) instalar e Multimedia Interface
Standard Cor: Branco

Material: UL 94V-0

Contato: Phosphor Bronze

chapeamento de ouro: G/ F para 50 u polegadas

Tipo: RJ45 Cat5e / Cat6

110 IDC

Habitacao Opcdes de cor 1.Black 2.White 3.lvory 4.Gray 5.Yellow 6.Red 7.Green 8.Blue
OEM & amp; ODM

RoHS Concluido

Specs & amp; Descricao:

Classificacao atual: 1.5 AMPS

Resisténcia de isolamento: 500 mohms Min
Resisténcia DC: 0,1 Q Max




\VVoltagem:

125V AC

Insercao na Vida:

=750 ciclos de acasalamento

Ligue Retensionar Force: BON

IDC Accept: 22 ~ 26 AWG Fio Sélido
Temperatura: -10°C~60°C
Esquema fio: IT568A /B

Desenho Catbe:

Cat6 Desenho:
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Embalagem do produto:

*1 pcs / saco PE
* 50pcs /caixa
* 1000 pcs / caixa: 38*¥38 *32 cm

Why Choose US :

our goal is to provide customers products of high quality, competitive price, and superior services.
1.Established in 2005, about 10 years of history;

2. Cnwn main factories, supply diversification products and One stop service

4.Certificates of 1502001, UL, CE, EMC CQC RoHS Reach eto.

4 .S ywears Gold member in Alibaba, Aliexpress etc

8 Production capahility more than 100 thousands peosd month;

& .hMonthly export more than 50 times delivery,

T Exported to more than 20 countries and regions,

8.Mve provide an excellent combination between prices, guality & respond, delivery after-sales!
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